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B Célula de carga de compresion de columna
pivotante autocentrante

Compression load cell, selfcentering column

Wide temperature working range (-20 a 150°C)
Temperature limit up to 160°C

Stainless Steel construction

Hermetically welded, protection class

IP 68 (EN 60529) and IP 69K (ISO 20653)
Pre-corner adjustment optimized for multicell
systems

B Applications: High capacity weighing

systems and wide temperature range

B Amplio margen de temperatura de
trabajo (-20 a 150°C)

B Temperatura limite hasta 1602C

B Construccion en acero inoxidable

B Herméticamente soldada, proteccion
IP 68 (EN 60529) e IP 69K (ISO 20653)

B Preajuste de esquinas optimizado para
sistemas multicélulas

B Aplicaciones: Sistemas de pesaje de alta
capacidad y amplio margen de temperatura

Modelo Carga nominal Clase de precision Divisién minima Carga limite Carga rotura
Model Nominal capacity Accuracy class Minimum division Safe load limit Breaking load
Ln n. OIML vmin 150 % Ln > 350 % Ln

740 HT 151 151 1000 1.5 kg 225t >525t1
740 HT 20 t 20t 1000 2kg 30t >70t
740 HT 251 25t 1000 2.5 kg 375t > 875t
740 HT 30t 30t 1000 3 kg 45t > 105t
740 HT 40t 40t 1000 4 kg 60t > 140t
740 HT 60 t 60t 1000 6 kg 90t > 210t
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FEP Cable
5918 m long.

Peso
Células de carga € max. I esf. Transport
Load cells A B C d max. perm.inclina. Ball F Weight
740 15t 200 150 123 13 5° 130 25kg
74020 t 200 150 123 13 5° 130 25kg
740 25t 200 150 123 13 5° 150 2.6 kg
74030t 200 150 123 13 5° 160 2.6 kg
74040t 200 150 123 13 5° 180 2.8kg
74050t 200 150 123 13 5° 180 2.9kg
74060 t 260 210 153 11 3° 220 3.8kg
Acc. 74901 3 kg
Acc. 74905 3 kg
Dimensiones en mm. Dimensions in mm.
CONEXION ELECTRICA
Cargas nominales (Ln) 15-20-25- | t Nominal capacities (Ln) AzUL
30-40-50-60 + SENSE sLue
+IN Gheen
Clase de precision 1000 | nOIML Accuracy class
ROJO
Carga minima 0 | %Ln Minimum dead load +OUT e
Carga de servicio 120 | %Ln Service load
Cargas limite 150 | %Ln Safe load limit —IN pEeme
Error repetibilidad < *0.015 | %Sn Repeatability error — SENSE forom
Efecto de la temperatura: Temperature effect: -ouT e
en el cero < *0.015 | %Sn/5°C on zero hal SHIELD
en la sensibilidad < +0.006 | %Sn/5°C on sensitivity
«SENSES»: 2 hil dicionales,
Error de fluencia (30 minutos) < *£0.048 | %Sn Creep error (30 minutes) mantener Conslt::t: |;c§i?i]eer,sta2fgi
Compensacion de temperatura -20...+150 | °C Temperature compensation zgiﬁgf’ CS&;’;?":;;;’E;T;?;:%’;
Limites de temperatura -30...+160 | °C Temperature limits para cables largos y amplio margen
Sensibilidad nominal (Sn) 2 | mvnv (1) Nominal sensitivity (Sn) de temperatura.
Tension de alimentacién nominal 10 | V Nominal input voltage z:ll\i'rrﬁ_chﬁclllgfonectadaal cuerpo
Tension de alimentacion maxima 15 |V Maximum input voltage
Resistencia de entrada 8005 | Q Input impedance «SENSES»: 2 additional wires to
Resistencia de salida 705 x5 | Q Output impedance maintain a constantvoltage supply at
Desequilibrio inicial +2 | 9%sn No load output the load cell when used with proper
. . . . . . instrumentation. Use specially when
Resistencia de aislamiento > 5000 | MQ Insulation resistance Jong wires and wide temperature
— e y X . range.
Deformacion maxima (a Ln) 0.6-1 mm Maximum deflection (at Ln) SHIELD: Not connected to trans-
ducer body.

(1) Preajuste de esquinas optimizado al +£0.05% mediante la calibracién de la corriente de salida /
Pre-corner adjustment optimized at +£0.05% by output current calibration




